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(57) Abstract: The invention relates to a method and a device for establishing a transcoder-free operation connection (TrFO) be- 
tween two communication terminals (MS) in a communication network. According to the invention, in the event of a request sent 
by a switching unit (MSC), relating to the use of at least one subset of a codec mode configuration for the establishment of a 
transcoder-free operation connection by a radio network controller (RNC), it is checked whether the at least one requested subset is 
^ supported by the radio network controller (RNC). If the at least one subset of at least one codec mode configuration is supported, a 
transcoder-free operation connection to the switching unit (MSC) and to the communication terminal (MS) is established by means 
fT) of the radio network controller (RNC). Furthermore, a message relating to the at least one subset of the codec mode configuration to 
00 be used is signalled from the radio network controller (RNC) to the communication terminal (MS) for the transmission of data. 

If) 



(57) Zusammenfassung: Die Erflndung beschreibt ein Verfahren und eine Vorrichtung zum Aufbau einer Transcoder-freien-Opera- 
tions-Verbindung (TrFO) zwischen zwei Kommunikationsendgeraten (MS) in einem Kommunikationsnetz. ErfindungsgemaB wird 
|^ bei einer von einer Vermittlungseinheit (MSC) gesendeten Anfrage betreffend die Verwendung mindestens einer Untermenge ei- 
ner Codec-Modus-Konfiguration fur den Aufbau einer Tianscoder-freien-Operations-Verbindung von einem Funk-Netz-Controller 
(RNC) Uberpriift, ob die mindestens eine angefragte Untermenge vom Funk-Netz-Controller (RNC) unterstutzt wird. Bei Unterstut- 
^ zung der mindestens einen Untermenge mindestens einer Codec-Modus-Konfiguration wird durch den Funk-Netz-Controller (RNC) 
Q eine Transcoder-freie-Operations-Verbindung zur Vermittlungseinheit (MSC) und zum Kommunikationsendgerat (MS) aufgebaut 
^ Des weiteren wird vom Funk-Netz-Controller (RNC) an das Kommunikationsendgerat (MS) eine Nachricht betreffend die mindes- 
tens eine zu verwendende Untermenge der Codec-Modus-Konfiguration fur den Versand von Daten signalisieit. 
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